
ACCESSORIES

PIVOT MOUNT
Expands the mounting possibilities of your zipSTOP or zip-
STOP IR Zip Line Brake.

GORILLA ROPE
Designed specifically to provide high strength, a long life 
span, & minimal stretch.

PRECISION PULLEY
Lightweight, corrosion resistant, & specially engineered to 
stop ropes from snagging.

BRAKE TROLLEY
Works in conjuction with the zipSTOP and rider trolley to 
transfer the energy of the rider to the zipSTOP during braking.

IMPACT STABILIZER
An attachment for the zipSTOP Brake Trolley to help stabi-
lize the Brake Trolley during impact braking in installations 
where the redirection line is not directly overhead.

CATCH ACCESSORY
Designed to keep a LightSpeed Impact Trolley and the zip-
STOP Brake Trolley attached after impact braking. 

zipSTOP GUIDE 
CHOOSE THE zipSTOP DEVICE FOR YOU
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zipSTOP SPEED 2:1
Speed range 30 - 45 mph

(50 - 72 kph)

Speed range 18 - 37 mph
zipSTOP IR/ zipSTOP 2:1

(29 - 60 kph)

zipSTOP 1:1
Speed range 0-22 mph

(0 - 36 kph)

Disclaimer: Selection chart is a guideline only. Device selection must be determined by quailfied person and testing.


